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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR134A
CR151A
CR1225A

Battery Contacts For CR1225
NOTE:
 1.ALL INSIDE BEND RADII TO BE
   A MIN.OF MATERIAL THICKNESS
   UNLESS OTHERWISE SPECIFIED.
 2.PART MUST BE FREE OF
   ALL BURRS AND SHARP EDGES.
 3.MAT'L:0.254 TH'K FULL HARD
  PHOSPHOR BRONZE
 4.FINISH:NICKEL PLATE
  0.00254-0.00762 NICKEL,OVER
  0.00127-0.00254 COPPER
 5.INDICATES CRITICAL DIMENSION
 6.MATERIAL:
   0.25mm PHOSPHOR BRONZE,NICKEL
PLTD.
 7.ROHS COMPLIANT

Battery Contacts
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Battery Contacts For CR134A

Battery Contacts For CR151A

MATERIAL:
0.008 (0.30) Pre-hardened and nick plated

 Note:
1.Material:
  a.Contact:C5191
  b.Surface Plating:Au
2.Electric:
  a.Contact Resistance:30 Mlliohms Max.
  b.Insulation Resistance:1000 Mega Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

BS                          -                      X                      -                         X                           -                                    X                        -                           X
BS: Battery
contacts

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BS-S-SI-R-CR134A

BS-M-G0-R-CR151A

BS-M-SI-R-CR1225A
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Battery Contacts
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Battery Contacts For CR1225

Battery Contacts For CR1225

NOTES:
 1.MATERIAL:
   0.25mm PHOSPHOR BRONZE,NICKEL
PLTD.
 2.ROHS COMPLIANT

NOTES:
 1.MATERIAL:
   0.25mm PHOSPHOR BRONZE,NICKEL
PLTD.
 2.ROHS COMPLIANT

BS                          -                      X                      -                         X                           -                                    X                        -                           X
BS: Battery
contacts

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Battery Contacts FOR CR1632
NOTE:
 1.ALL INSIDE BEND RADII TO BE
   A MIN.OF MATERIAL THICKNESS
   UNLESS OTHERWISE SPECIFIED.
 2.PART MUST BE FREE OF
   ALL BURRS AND SHARP EDGES.

Contact PIating
SI: NICKEL Plated   SN:Tin
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR1225B
CR1225C
CR1632A

R R

FILE NO.E472792

BS-M-SI-R-CR1225B

BS-S-SI-R-CR1225C

BS-M-SI-R-CR1632A
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Battery Contacts
     Connectors Expert Around You

BS                          -                      X                      -                         X                           -                                    X                        -                           X
BS: Battery 
contacts

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Contact PIating
SI: NICKEL Plated   SN:Tin
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032A                  
CR2032R                 
CR3002A                  

Battery Contacts For CR2032

Material:0.25 phosphor bronze
Finish:Nickel-plated
Coating Parameters:4um
Temperature Range:-40℃  270℃
Voltage Parameters:270V

B
a
t
t
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y
 
C
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Battery Contacts For CR2032

NOTE:
 1.ALL INSIDE BEND RADII TO BE
   A MIN.OF MATERIAL THICKNESS
   UNLESS OTHERWISE SPECIFIED.
 2.PART MUST BE FREE OF
   ALL BURRS AND SHARP EDGES.

Battery Contacts For CR2032

NOTE:
 1.ALL INSIDE BEND RADII TO BE
   A MIN.OF MATERIAL THICKNESS
   UNLESS OTHERWISE SPECIFIED.
 2.PART MUST BE FREE OF
   ALL BURRS AND SHARP EDGES.

Http://www.antenk.com E-mail:sales@antenk.com

TEL:86-755-27067689 FAX:86-755-27067079

R R

FILE NO.E472792

BS-M-SI-A-CR2032A

BS-S-SI-R-CR2032R

BS-M-SI-R-CR3002A
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Battery Contacts
B
a
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Battery Contacts For CR2032
NOTE:
 1.ALL INSIDE BEND RADII TO BE
   A MIN.OF MATERIAL THICKNESS
   UNLESS OTHERWISE SPECIFIED.
 2.PART MUST BE FREE OF
   ALL BURRS AND SHARP EDGES.

MATERIAL .020(0.50mm) THK STEEL .

BS                          -                      X                      -                         X                           -                                    X                        -                           X
BS: Battery
contacts

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

NOTE:
1.CONTACT:MAT"L  0.50(.020)TH "K STEEL
SPRING CONTACT:
MAT" L  0.50(.020)DIA.MUSIC WIRE

Contact PIating
SI: NICKEL Plated   SN:Tin
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Product number:
CR3034A
L5204XR
L5214XR

R R

FILE NO.E472792

BS-M-SI-R-CR3034A

Packing method
 A: Tray packing
 B:Bag Packing
 R: Tape & reel packing

Battery Contacts BS-S-SI-B-L5204XR

Battery Contacts BS-S-SI-B-L5214XR

BS-S-SI-B-L5214XR

BS-S-SI-B-L5204XR
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Contact PIating
SI: NICKEL Plated   SN:Tin
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Product number:
L5226XR
CR309
CR329

NOTES:
 1.MATERIAL:
   FINISH NICKEL PLATED
 2.COATING PARAMETERS:4um
 3.TEMPERATURE RANGE:-40℃ - 270℃
 4.VOLTAGE PARAMETERS:270V

Battery Contacts
B
a
t
t
e
r
y
 
C
o
n
t
a
c
t
s

NOTES:
1. MATERIAL .020(0.50mm) THK STEEL .
2. SPRING CONTACT .020(0.50) DIA.MUSIC
WIRE.

NOTE；
1.BASE:
   MAT'L.  .020[0.50] TH'K STEEL
   SPRING CONTACT:
     MAT'L.  .023[0.58] DIA.MUSI WIRE
2.COATING PARAMETERS:4um
3.TEMPERATURE RANGE:-40℃ - 270℃
4.VOLTAGE PARAMETERS:270V

BS                          -                      X                      -                         X                           -                                    X                        -                           X
BS: Battery
contacts

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BS-S-SI-B-CR309

BS-S-SI-B-CR329

Packing method
 A: Tray packing
 B:Bag Packing
 R: Tape & reel packing

Battery Contacts BS-S-SN-B-L5226XR

Battery Contacts BS-S-SI-B-CR309

Battery Contacts BS-S-SI-B-CR329

BS-S-SN-B-L5226XR
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Note
1.Base Material: PP Resin,Black.
2.Flammability Rating:UL94-HB Or Custom
Made.
3.Wire:UL1007 24 AWG,300V,80℃
       150±5mm,Strip And Tin 5±1mm.
4.Spring:1.00mm 65C Spring Wire,Nickel
Plared
5.Ricets:Brass,Nickel Plated.
6.RoHS Compliant

BBA                          -                      X                      -                         X                           -                                    X                        -                           X
BBA:Battery
Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

BATTERY TYPE
   D：D SIZE

Wire Length
   For example:
   150=150mm

Packing
A:TRAY

Battery Holders

BBA                         -                      X                      -                         X                           -                                    X                        -                           X
BBA:Battery
Holders

BATTERY TYPE
5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Wire Length
   For example:
   150=150mm

Packing
A:TRAY

BBC                          -                      X                      -                         X                           -                                    X                        -                           X
BBC:Battery
Holders

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s BATTERY TYPE

5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

P:With Pins

NOTES:
 1、MATERIAL:PP RESIN,BLACK COLOR
ROHS
 2、WIRE:UL1007 AWG #26,BLACK&RED
 3、CONTACT:BRASS,TIN NICKEL PLATED
    SPRING:0.6MM 65C SPRING STEEL
NICKEL PLATED

NOTES:
 1、MATERIAL:PP RESIN,BLACK COLOR
94HB
 2、SPRING:0.6MM 65C SPRING STEEL
NICKEL PLATED
 3、RIVET:BRASS NICKEL PLATED
 4、SOLDED LUG:0.8MM 65C
    SPRING STEEL NICKEL PLATED

R R

FILE NO.E472792

BBA-5-1-150-A

BBC-5-1-A-P

BBA-D-1-150-A
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BBA                         -                      X                      -                         X                           -                                    X                        -                           X
Wire Length
   For example:
   150=150mm

NOTE:
1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
         FINISH:NICKEL PLATE
2.WIRE SPEC: 1007 26# AWG UL/CSA,
  RED/BLACK,stripped with Tin plated

NOTE:
Base Material:ABS,Black
Coating Parameters:UL94-HB
Temperature Range:-40℃ to 80℃
Voltage Parameters:270V

BBC                        -                   X                      -                             X                           -                              X              -              X             -              X

Battery Holders
B
a
t
t
e
r
y
 
H
o
l
d
e
r
s Packing

A:TRAY
P:With PinsBBC:Battery

Holders
BATTERY TYPE
5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

1 :Series Number

Packing
A:TRAY

BBA:Battery
Holders

BATTERY TYPE
5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE.
 2、SPRING MATERIAL:MUSIC WIRE,0.7DIA
    FINISH:NICKEL PLATE
 3、SOLDED LUG:MATERIAL-BRASS
    FINISH-NICKEL PLATE

BBC                        -                   X                      -                             X                           -                              X              -              X             -              X
BBC:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

2 :Series NumberPacking
A:TRAY

P:With Pins

R R

FILE NO.E472792

BBA-5-2-150-A

BBC-5-2-A-P-1

BBC-5-2-A-P-2
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1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
   FINISH:NICKEL PLATE

BBA                         -                      X                      -                         X                           -                             X        -              X         -                        X
BBA:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

2 :Series NumberWire Length
   For example:
   150=150mm

Packing
A:TRAY

NOTES:
 1、HOLDER MATERIAL:A.B.S,BLACK
 2、WIRE:26AWG,1007 UL/CSA APPROVED
 3、SPRING MATERIAL:MUSIC WIRE,0.50
DIA.
    FINISH:NICKEL PLATE

NOTES:
 1、HOLDER:MATERIAL:PC+ABS.
 2、SPRING:MATERIAL:MUSIC WIRE,0.6DIA
    FINISH:NICKEL PLATE
 3、WIRE:MATERIAL:26AWG 1007
    UL/CSA APPROVED

BBA                        -                   X                      -                             X                           -                              X              -              X             -              X

BBA                         -                    X                      -                                  X                           -                     X                -                X                -             X
BBA:Battery
Holders

BATTERY TYPE
5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

S:WITH SWITCHWire Length
   For example:
   150=150mm

Packing
A:TRAY

Battery Holders
B
a
t
t
e
r
y
 
H
o
l
d
e
r
s Wire Length

   For example:
   150=150mm

P:With PinsBBA:Battery
Holders

BATTERY TYPE
5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

1 :Series Number

R R

FILE NO.E472792

BBB-5-2-150-A-S

BBA-7-2-150-A-1

BBA-7-2-150-A-2
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Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

P:With Pins

BBB                        -                   X                      -                        X                   -                    X              -                X          -           X             -             X

BBC                         -                    X                      -                                  X                           -                                    X                                   -             X
BBC:Battery
Holders

BATTERY TYPE
5：AA SIZE
7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

Wire Length
   For example:
   150=150mm

Packing
   A:TRAY

S:PH2.0 SOCKET

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s

NOTES:
1、HOLDER MATERIAL:ABS BLACK ,ROHS
2、CABLE:26AWG,1007UL/CSA RED AND
BALCK WIRE.
3、SPRING:POSITIVE,NEGATIVE ,NEGATIVE
AND POSITIVE     CONNECTION SLICE
,NICKEL PLATE
4.CONNECTOR: PH2.0-2P HOUSING
5.SWITCH:2.5 TWO GEARS SLIDE
SWITCH,KNOB WITH 4MM

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE
 2、SPRING MATL:MUSIC WIRE,0.6DIA.
    FINISH:NICKEL PLATE
 3、PC TERMINALS:MUSIC WIRE,0.8DIA.
    FINISH:NICKEL

Packing
A:TRAY

S:WITH
SWITCH

BBB:Battery
Holders

BATTERY TYPE
5：AA SIZE
7：AAA SIZE

NOTES:
 1、HOLDER MATERIAL:A.B.S,BLACK
 2、CONTACT MATERIAL-BRASS,NICKEL
PLATE
 3、EYELET:MAT\L-BRASS,TIN PLATE
 4、WIRE:26AWG 1007 UL/CSA APPROVED

BBA                         -                      X                      -                         X                           -                                    X                        -                           X
BBA:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   9: 9V

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

Wire Length
   For example:
   200=200mm

R R

FILE NO.E472792

BBC-7-2-A-P

BBB-7-2-150-A-S-S

BBA-9-2-200-A
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B
a
t
t
e
r
y
 
H
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NOTES:
 1、HOLDER MATERIAL:A.B.S,BLACK
 2、CONTACT MATERIAL:BRASS,NICKEL
PLATE
 3、EYELET:MAT\L-BRASS,TIN PLATE
 4、PC TERMINALS:MUSIC WIRE,0.8DIA.
    FINISH:NICKEL PLATE

Packing
A:TRAY

NOTE:
Base Material:PP Resin,Black
Flammability Rating:UL94-HB or Custom Made
Temperature Range:-10℃ to 100℃
Wire:UL1007 26AWG,300V,80℃
  150±5mm Strip and Tin 5±1mm
Spring:0.65mm 65C Spring Wire ,Nickel Plated
Rivets:Brass Nickel Plated
RoHS COMPLIANT

BBA                         -                      X                      -                         X                           -                                    X                        -                           X
BATTERY TYPE
   D：D SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

Wire Length
   For example:
   150=150mm

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   8: 18650

NOTES:
1.HOLDER MAT'L:A.B.S,BLACK
2.SPING MAT'L:MUSIC WIRE,0.6DIA.
 FINISH:NICKEL PLATE
3.WIRE:26 AWG 1007 UL/CSA
   APPROVED

BBC                         -                    X                      -                                  X                           -                                    X                                   -             X
BBC:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   9: 9V

BATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

Wire Length
   For example:
   150=150mm

Packing
   A:TRAY

BBA:Battery
Holders

Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

P:With Pins

BBA                        -                   X                      -                        X                   -                    X                         -                                           X
BBA:Battery
Holders

R R

FILE NO.E472792

BBC-9-2-A-P

BBA-8-2-150-A

BBA-D-2-150-A
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Wire Length
   For example:
   150=150mm

Packing
A:TRAY

Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Wire Length
   For example:
   150=150mm

2 ：Series Number

BBA                        -                   X                      -                        X                   -                    X                         -                      X           -                    X
BBA:Battery
Holders

3:Series NumberBATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

BBA                         -                    X                      -                                  X                           -                        X                -             X       -                   X
BBA:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

Wire Length
   For example:
   150=150mm

Packing
A:TRAY

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s

NOTS
1.HOLDER MAT'L:ABS BLACK
2.WIRE:26AWG,1007UL/CSA APPROVED
3.SPRING MAT'L:MUSIC WIRE,(0.50)DIA.
   FINISH:NICKEL PLATE

1.HOLDER MAT'L:ABS BLACK
2.WIRE:26AWG,1007UL/CSA APPROVED
3.SPRING MAT'L:MUSIC WIRE,(0.50)DIA.
   FINISH:NICKEL PLATE

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE.
 2、SPRING MATERIAL:MUSIC WIRE,0.7DIA
    FINISH:NICKEL PLATE
 3、WIRE:26 AWG 1007 UL/CSA APPROVED.

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   8: 18650

BBB                         -                      X                      -                         X                           -                                    X               -         X            -               X
BBB:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

S:WITH SWITCH

R R

FILE NO.E472792

BBA-5-3-150-A-2

BBA-5-3-150-A-3

BBB-5-3-150-A-S
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P:With Pins

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s

1.HOLDER MAT'L:POLYPROPYLENE
2.SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
   FINISH:NICKEL PLATE
3.WIRE SPEC: 1007 26# AWG UL/CSA,
  RED/BLACK,stripped with Tin plated

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE
 2、SPRING MATL:MUSIC WIRE,0.6DIA.
    FINISH:NICKEL PLATE
 3、PC TERMINALS:MUSIC WIRE,0.8DIA.
    FINISH:NICKEL

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE
 2、SPRING MATL:MUSIC WIRE,0.6DIA.
    FINISH:NICKEL PLATE
 3、PC TERMINALS:MUSIC WIRE,0.8DIA.
    FINISH:NICKEL

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   8: 18650

BBC                         -                      X                      -                         X                           -                                    X          -            X          -               X
BBC:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

P:With Pins

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

Wire Length
   For example:
   150=150mm

Packing
A:TRAY

1:Series NumberBATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

Packing
A:TRAY

2 :Series Number

Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

5:Series Number

BBC                        -                   X                      -                        X                   -                    X                     -                   X                 -               X
BBC:Battery
Holders

BBA                         -                    X                      -                                  X                           -                        X                -             X       -                   X
BBA:Battery
Holders

R R

FILE NO.E472792

BBA-7-3-150-A-5

BBC-7-3-A-P-1

BBC-7-3-A-P-2
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Packing
A:TRAY

P:With Pins

Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Wire Length
   For example:
   150=150mm

3:Series Number

BBC                        -                   X                      -                        X                   -                    X                   -                      X                         -                X
BBC:Battery
Holders

4:Series NumberBATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

BBC                         -                    X                      -                                  X                           -                        X                -             X       -                   X
BBC:Battery
Holders

BATTERY TYPE
   5:AA SIZE
   7:AAA SIZE
 

Packing
A:TRAY

P:With Pins

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE
 2、SPRING MATL:MUSIC WIRE,0.6DIA.
    FINISH:NICKEL PLATE
 3、PC TERMINALS:MUSIC WIRE,0.8DIA.
    FINISH:NICKEL

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE.
 2、SPRING MATERIAL:MUSIC WIRE,0.7DIA
    FINISH:NICKEL PLATE
 3、WIRE:26 AWG 1007 UL/CSA APPROVED.

1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
  FINISH:NICKEL PLATE

BATTERY TYPE
   5:AA SIZE
   7:AAA SIZE
 

BBA                         -                      X                      -                         X                        -                             X             -                   X           -               X
BBA:Battery
Holders

BATTERY TYPE
   5:AA SIZE
   7:AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Double
   2:Double

Packing
A:TRAY

R R

FILE NO.E472792

BBC-7-3-A-P-3

BBC-7-3-A-P-4

BBA-5-4-150-2-A
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1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
         FINISH:NICKEL PLATE
2.WIRE SPEC: 1007 26# AWG UL/CSA,
  RED/BLACK,stripped with Tin plated

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE.
 2、SPRING MATERIAL:MUSIC WIRE,0.7DIA
    FINISH:NICKEL PLATE
 3、WIRE:26 AWG 1007 UL/CSA APPROVED.

NOTES:
 1、HOLDER:MATERIAL:POLYPROPYLENE.
 2、SPRING:MATERIAL:MUSIC WIRE,0.8DIA
    FINISH:NICKEL PLATE
 3、SOLDED LUG:MATERIAL-BRASS
    FINISH-NICKEL PLATE

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

BBB                         -                      X                      -                         X                           -                         X                        -          X        -          X       -        X
BBB:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

Wire Length
   For example:
   150=150mm

Packing
   A:TRAY

BATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

Packing
A:TRAY

P:With Pins

S:SM-2A
PLUG

1:Series
Number

Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Wire Length
   For example:
   150=150mm

BBC                        -                   X                      -                        X                   -                    X                   -                       X
BBC:Battery
Holders

BBA                        -                    X                      -                                  X                           -                        X                                   -                   X
BBA:Battery
Holders

R R

FILE NO.E472792

BBA-5-4-150-A

BBC-5-4-A-P

BBB-5-4-150-A-S-1
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Battery Holders

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

Packing
A:TRAY

BBA                        -                   X                      -                        X                   -                    X                         -                                   X
BBA:Battery
Holders

Packing
A:TRAY

BBB                        -                    X                      -                                  X                           -                        X                  -              X         -              X
Wire Length
For example:
150=150mm

Packing
A:TRAY

S:PH2.0 SOCKET

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s

1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
   FINISH:NICKEL PLATE
2.WIRE SPEC: 1007 26# AWG UL/CSA,
  RED/BLACK,stripped with Tin plated

Wire Length
For example:
150=150mm

BBB:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

NOTES:
Material:Self-extinguishing Themoplastic
Polyester,color black
Temperature Range:-40℃ to +180℃
Contacts:302 Stainless Steel Sping
Temper,Nickel Plated
Flammability Range:UL 94 V-0
Dlelectric Strength：580 Voits/Mll,at 25℃ for 5
Sec.
Reslstance to
Solvents:Xylene,ethyl,butyl,methyl & toluene
Welght:35.58g.
ROHS 2 COMPLIANT

1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
  FINISH:NICKEL PLATE
2.WIRE SPEC: 1007 26# AWG UL/CSA,
  RED/BLACK,stripped with Tin plated

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

BATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         4: 4
pieces

BBC                         -                      X                      -                         X                           -                         X                        -                      X
BBC:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   8: 18650

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               4: 4 pieces
 

P:With Pins

R R

FILE NO.E472792

BBB-5-4-150-A-S

BBA-7-4-150-A

BBC-8-4-A-P
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BBA                         -                      X                      -                         X                           -                         X                        -          X    　　    -          X
BBA:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
   8: 18650

BATTERY NUMBERS
   1: 1 piece                 2: 2 Pieces
   3: 3 pieces               8: 4 pieces
 

Double
2:Double

Packing
A:TRAY

B
a
t
t
e
r
y
 
H
o
l
d
e
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s

1.HOLDER MAT'L:POLYPROPYLENE
  SPRING MAT'L:MUSIC WIRE,(0.60)DIA.
  FINISH:NICKEL PLATE
2.WIRE SPEC: 1007 26# AWG UL/CSA,
  RED/BLACK,stripped with Tin plated

NOTE:
Base Material:PP Resin,Black
Flammability Rating:UL94-HB or Custom Made
Temperature Range:-10℃ to 100℃
Wire:UL1007 26AWG,300V,80℃
  150±5mm Strip and Tin 5±1mm
Spring:0.65mm 65C Spring Wire ,Nickel Plated
Rivets:Brass Nickel Plated
RoHS COMPLIANT

NOTES:
 1、HOLDER MATERIAL:POLYPROPYLENE
 2、SPRING MATERIAL:MUSIC WIRE,0.6DIA
    FINISH:NICKEL PLATE
 3、WIRE MATERIAL:26AWG 1007
    UL/CSA APPROVED

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

BATTERY NUMBERS
   1: 1 piece           2: 2
Pieces
   3: 3 pieces         6: 4
pieces

Wire Length
   For example:
   150=150mm

Packing
A:TRAY

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

Wire Length
   For example:
   150=150mm

Double
2:Double

Packing
   A:TRAY

Battery Holders

BATTERY NUMBERS
   1: 1 piece   2: 2 Pieces
   3: 3 pieces  4: 4 pieces
   5: 5 pieces  6: 6 pieces

Wire Length
   For example:
   150=150mm

BBA                        -                   X                      -                        X                   -                       X                  -                         X                  -              X
BBA:Battery
Holders

Double
2:Double

BBA                        -                    X                      -                                  X                           -                        X             -                X          -                   X
BBA:Battery
Holders

R R

FILE NO.E472792

BBA-5-3-150-2-A

BBA-7-6-150-2-A

BBA-5-8-150-2-A
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BBA                         -                            X                      -                             X                           -                                                  X
BBA:Battery
Holders

1.Material :ABS
2.Contacts:Blass Nickel Plated
3.Wire:26AWG 1007UL/CSA red/black Peeling
tin
4.Quality Inspection:Full inspection through
tensile test

Wire Length
   For example:
   150=150mm

 Packing method
  B:BAG PACKING

1 :Series Number

Packing
A:TRAY

BBB:Battery
Holders

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

Wire Length
   For example:
   150=150mm

Double
2:Double

B
a
t
t
e
r
y
 
H
o
l
d
e
r
s

NOTE:
Base Material:PP Resin,Black
Flammability Rating:UL94-HB or Custom Made
Temperature Range:-10℃ to 100℃
Wire:UL1007 26AWG,300V,80℃
  150±5mm Strip and Tin 5±1mm
Spring:0.65mm 65C Spring Wire ,Nickel Plated
Rivets:Brass Nickel Plated
RoHS COMPLIANT

BATTERY TYPE
   5：AA SIZE
   7：AAA SIZE
 

BATTERY NUMBERS
   1: 1 piece     2: 2 Pieces   3: 3 pieces
   4: 4 pieces   5: 5 pieces    6: 6 pieces
   7: 7 pieces   8: 8 pieces

NOTE:
Base Material:ABS , UL94-O Black
Wire:UL1007 AWG #26, UL/CSA BLACK&RED
Spring: Carbon Steel ,Nickel Plated
Rivets:H650 BRASS, NICKEL PLATED
RoHS COMPLIANT

Battery Holders

BATTERY NUMBERS
   1: 1 piece   2: 2 Pieces
   3: 3 pieces  8: 4 pieces

BBA                        -                   X                      -                        X                   -                                         X                         -                        X
BBA:Battery
Holders

BBB                        -                    X                      -                                  X                           -                        X             -                X          -        X     -        X
Packing
A:TRAY

S:WITH
SOCKET

Wire Length
   For example:
   150=150mm

R R

FILE NO.E472792

BBB-5-8-150-2-A-S

BBA-5-8-150-A

BBA-150-B-1
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Coin Cell Holders
C
o
i
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Coin Cell Holders For 2AAA-1

Coin Cell Holders For 2AA-2

NOTE:
1.Type:SMT
2.Base Material:Heat Resistance Nylon,Black
3.Flammability Rating:UL94V-0
4.Contacts:0.35Phosphor Bronze,Flash Gold
5.Output:1.5V DC
6.Weight:6.0g
7.RoSH Compliant

NOTE:
1.Base Mat'l:Heat Resistance Nylon(UL94V-0)
2.Contacts Mat'l:0.30THK Stainless Stell,
Finish: Gold Flash,over nickel plate

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
2AAA-1
2AA-2
123A-C

R R

FILE NO.E472792

MOUNTING PAD LAYOUT

BT-M-GO-R-2AAA-1

BT-M-GO-R-2AA-2

MOUNTING PAD LAYOUT

24

Coin Cell Holders For 2AA-3

NOTE:
Type:THM
Base Material:Heat Resistance Nylon,Black 
color      Contacts:0.35 Phosphor Bronze,Nickel 
PlatedOutput:1.5V DC
Weighe:3.25g
Rohs compliant

BT-S-GO-R-2AA-3

27.03
1.98 DIA HOLE

13
.
86

54.75

1.19 DIA HOLE

   (4)PLS

14
.
26

PCB LAYOUT

59.41±0.50

29.51±0.50

14.45
1.25 DIA
1.30L LEG

1
4.
26

1
.1
0

3.12

51.86

54.750.30
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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR123A-A
CR123A-B
CR498A

Coin Cell Holders For CR498A
NOTE:
1.CONTACT: PHOSPHOR BRONZE
2.HOUSING: NYLON (UL94V-0)

Coin Cell Holders
C
o
i
n
 
C
e
l
l
 
H
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d
e
r
s

Coin Cell Holders For CR123A-A

Coin Cell Holders For CR123A-B

NOTE:
Base Material:Heat Resistance Nylon
Flammability Rating:UL94V-0
Contacts:0.35Phosphor Bronze Nickel plated
Output:3.6V DC
RoHS COMPLIANT

NOTES:
 1,BASE:NYLON UL 94V-0
 2,CONTACT:0.3mm TH'K SPRING STEEL

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BT-S-SI-R-CR123A-A

BT-S-SI-R-CR123A-B

BT-M-G0-R-CR498A
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Coin Cell Holders
C
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i
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Coin Cell Holders For CR503A

Coin Cell Holders For CR1058A

NOTE:
1.CONTACT:MAT" L 0.30(.012)TH"K
PHOSPHOR BRONZE
FINISH-BRIGHT TIN,OVER NICKEL
2.HOUSING:MAT" L HEAT RESISTANCE
NYLON (UL94V-0)

NOTES:
1.BASE:LCP 30% GF UL94V-0
2.CONTACTS:PHOSPHOR BRONZE

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Coin Cell Holders For CR1220A
 Note:
1.Material:
  a.Housing:PPS
  b.Contact:C5191
2.Electric:
  a.Contact Resistance:30 Mlliohms Max.
  b.Insulation Resistance:1000 Mega Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR503A
CR1058A
CR1220A

R R

FILE NO.E472792

BT-S-SN-R-CR503A

BT-M-GO-R-CR1058A

BT-S-GO-R-CR1220A
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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR1220B
CR1220C
CR1220D

Coin Cell Holders For CR1220D
 Note:
1.Material:
  a.Housing:Glass filed PPS UL 94V-0
  b.Surface Plating:Au
CONTACTS:
1.MAT'L:0.2mm TH'K PHOSPHOR BRONZE
2.FINISH:GOLD FLASH,OVER NICKEL PLATE

Coin Cell Holders
C
o
i
n
 
C
e
l
l
 
H
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Coin Cell Holders For CR1220B

Coin Cell Holders For CR1220C

 Note:
1.Material:
  a.Housing:PBT V-O+GF BK
  b.Contact:C5191
2.Electric:
  a.Contact Resistance:30 Mlliohms Max.
  b.Insulation Resistance:1000 Mega Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

 Note:
1.Material:
  a.Housing:PBT V-O+GF BK
  b.Contact:C5191
2.Electric:
  a.Contact Resistance:30 Mlliohms Max.
  b.Insulation Resistance:1000 Mega Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BT-S-SN-R-CR1220B

BT-S-SN-R-CR1220C

BT-S-GO-R-CR1220D
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Coin Cell Holders
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Coin Cell Holders For CR1225A

Coin Cell Holders For CR1225B

NOTE:
1.MATERIAL:
  A:Housing:PBT
  B:Contact:CR1225
2.ELECTRIC:
  A:Contact Resistance:30 Milliohm max
  B:Insulation Resistance:1000 Mega  Ohms
MIN
  C:Dielectnic  Voltage:500V AC One sec level
  D:Operating Temperature : -55℃ TO 105℃

NOTES:
 1,BASE:PBT UL 94V-0,BLACK
 2,TOP CONTACT:0.4mm TH'K SPRING
STEEL
 3,BOTTOM CONTACT:0.9mm DIA.STEEL

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Coin Cell Holders For CR1620A
NOTE:
1.BASE:MAT'L:PBT BLACK
2.CONTACTS:Mn Steel,BRASS
3.ELECTRIC:
   a.CONTACT RESISTANCE:30 MILLIOHMS
MAX
   b.INSULATION RESISTANCE:1000 MEGA
OHMS MIN
   c.DIELECTNIC VOLTAGE:500V AC ONE
SEC LEVEL
   d.OPERATING TEMPERATURE:-25℃ TO
+85℃

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR1225A
CR1225B
CR1620A

R R

FILE NO.E472792

BT-S-SN-R-CR1225A

BT-S-SN-R-CR1225B

BT-S-SN-R-CR1620A
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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR1632A
CR2016A
CR2032A

Coin Cell Holders For CR2032A
Notes
1.Materials:Housing-LCP 30%GF  UL94V-0.
  Contact-Phosphor Bronze C5191R-H.

Coin Cell Holders
C
o
i
n
 
C
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l
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Coin Cell Holders For CR1632A

Coin Cell Holders For CR2016A

NOTE:
1,BASE MAT"L:LCP 30% Glass Filled ,UL94V-0
2.CONTACTS:PHOSPHOR BRONZE

NOTE:
1.BASE: LCP UL 94V-0
2.CONTACTS:PHOSPHOR BRONZE
3.ELECTRIC:
a.CONTACT RESISTANCE:30m OHMS MAX
b.INSULATION RESISTANCE:1000M OHMS
MIN
c.DIELECTNIC VOLTAGE:500V AC ONE SEC
LEVEL
d.OPERATING TEMPERATURE:-55℃ TO
+105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BT-M-G0-R-CR1632A

BT-M-GO-R-CR2016A

BT-S-SN-R-CR2032A
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Coin Cell Holders
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Coin Cell Holders For CR2032B

Coin Cell Holders For CR2032C

NOTE:
  1,Material:
  a.Housing:PA BK V-O
  b.Contact:C2680
  2,Electric:
  a.Contact Resistiance:30m ohms Max
  b.Insulation Resistance:1000M OHMS Min
  c.Dielectric Voltage:500V AC One Sea Level
  d.Operating Temperature: -55℃ To 105℃

NOTE:
MATERIAL:
 1.Housing: PA  Black  Vo  GF30.15
 2.Contact:C2680
ELECTRIC:
 1.Contact resistance :30 milliohms  max
 2.Insulation resistace:1000 mega ohms min
 3.Dielectnic voltage:500V AC one sec level
 4.Operating remperature:-55℃ to 105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Coin Cell Holders For CR2032D
 Note:
1.Material:
  a.Housing:PA V-O
  b.Contact:C5191
2.Electric:
  a.Contact Resistance:30 Mlliohms Max.
  b.Insulation Resistance:1000 Mega Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032B
CR2032C
CR2032D

R R

FILE NO.E472792

BT-S-SN-A-CR2032B

BT-S-SN-A-CR2032C

BT-S-SN-A-CR2032D
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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032E
CR2032F
CR2032G

Coin Cell Holders For CR2032G
NOTE:
  1,Material:
    a.Housing:PBTVO + GF BF
    b.Contact:C2680
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

Coin Cell Holders
C
o
i
n
 
C
e
l
l
 
H
o
l
d
e
r
s

Coin Cell Holders For CR2032E

Coin Cell Holders For CR2032F

 Note:
1.Material:
  a.Housing:PA V-O
  b.Contact:C5191
2.Electric:
  a.Contact Resistance:30m ohms Max.
  b.Insulation Resistance:1000M Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

 Note:
1.Material:
  a.Housing:Thermoplpastic, UL94V-0
  b.Contact:Phosphor Bronze,Gold Plated
  2.Electric:
  a.Contact Resistance:30m ohms Max.
  b.Insulation Resistance:1000M Ohms Min.
  c.Dielectnic Voltage:500 V AC One Sec Level
  d.Operating Temperature:-55℃ To +105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BT-S-SN-A-CR2032E

BT-S-GO-A-CR2032F

BT-S-SN-A-CR2032G
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Coin Cell Holders
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Coin Cell Holders For CR2032H

Coin Cell Holders For CR2032I

NOTE:
  1,Material:
    a.Housing:Glass Fibre UL94V-0
    b.Contact:White
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

NOTE:
  1,Material:
    a.Housing:LCP  UL94V-0
    Contact:Phosphor Bronze
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Coin Cell Holders For CR2032J
NOTE:
  1,Material:
    a.Housing:PA66  UL94V-0
    Contact:Phosphor Bronze
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032H
CR2032I
CR2032J
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FILE NO.E472792

BT-S-SN-R-CR2032H

BT-M-SN-R-CR2032I

BT-S-SN-R-CR2032J
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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032K
CR2032L
CR2032M

Coin Cell Holders For CR2032M
NOTE:
  1,Material:
    a.Housing:PBT UL94V-0.
    Contact:Phosphor Bronze
2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃
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Coin Cell Holders For CR2032K

Coin Cell Holders For CR2032L

NOTE:
  1,Material:
    a.Housing:PA BK VO GF30.15
    b.Contact:C2680
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

NOTE:
  1,Material:
    a.Housing:Glass Fibre UL94V-0
    b.Contact:White
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE
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FILE NO.E472792

BT-S-SN-R-CR2032K

BT-S-SN-R-CR2032L

BT-S-SN-R-CR2032M
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Coin Cell Holders For CR2032N

Coin Cell Holders For CR2032O

NOTE:
  1,Material:
    a.Housing:LCP
    b.Contact:C5191
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55 To 105℃

NOTE:
  1,Material:
    a.Housing:LCP
    b.Contact:C5191
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Coin Cell Holders For CR2032P
MATERIAL AND PLATING SPECIFICATION
SEE INDIVIDUAL COMPONENTS DRAWINGS

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032N
CR2032O
CR2032P

R R

FILE NO.E472792

BT-M-SN-R-CR2032N

BT-M-GO-R-CR2032O

BT-M-G0-R-CR2032P
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Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2032Q
CR2330A
CR2430A

Coin Cell Holders For CR2430A
NOTE:
  1,Material:
    a.Housing:PBTVO+GF BK
    b.Contact:C2680
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

Coin Cell Holders
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Coin Cell Holders For CR2032Q

Coin Cell Holders For CR2330A

1.MATERIAL:
   HOUSING:PBT,UL9V-0
   TERMINAL:0.20mm PHOSPHOR
   BROMZE,NICKELPLATED

NOTES
1.MATERIALS:
  HOUSING-PBT
  CONTACT-PHOSPHOP BRONZE,
2.FLASH:0.25mm MAX
3.CAMBER:0.13mm MAX. DEFORMATION:NA.
  WARP:0.13mm MAX.TWIST:NA

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

R R

FILE NO.E472792

BT-S-SI-R-CR2032Q

BT-S-SN-A-CR2330A

BT-S-SN-R-CR2430A
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Coin Cell Holders For CR2430B

Coin Cell Holders For CR2450A

NOTE:
  1,Material:
    a.Housing:PBTVO+GF BK
    b.Contact:C2680
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

NOTE:
  1,Material:
    a.Housing:PBTVO+GF BK
    b.Contact:C2680
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Coin Cell Holders For CR2450B
NOTE:
  1,Material:
    a.Housing:PBTVO+GF BK
    b.Contact:Phosphor Bronze
  2,Electric:
    a.Contact Resistiance:30m ohms Max
    b.Insulation Resistance:1000M OHMS Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55℃ To 105℃

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2430B
CR2450A
CR2450B

R R

FILE NO.E472792

BT-S-SN-R-CR2430B

BT-S-SN-R-CR2450A

BT-M-SN-R-CR2450B
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BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Contact PIating
SI: NICKEL Plated
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2450C
CR2477A

Coin Cell Holders
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Coin Cell Holders For CR2450C

Coin Cell Holders For CR2477A

NOTES:
 1,BASE:GLSAA FILED LCP UL 94V-0
 2,CONTACTS:0.15mm TH'K PHOSPHOR
BRONZE

NOTES:
 1,BASE:GLSAA FILED LCP UL 94V-0
 2,CONTACTS:0.15mm TH'K PHOSPHOR
BRONZE
 3,OPERATING TRMPERATURE:220℃ To 255
℃

R R

FILE NO.E472792

BT-M-GO-R-CR2450C

BT-M-GO-R-CR2477A
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Coin Cell Holders For CR123A-C

 Note:
1.Holder Material:PBT+30%GF Black
2.Contact Material:0.3mm thick stainlss steel 
nickel plated
4.RoHS Compliant

BT-S-SI-R-123A-C
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Coin Cell Holders
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BT                          -                      X                      -                         X                           -                                    X                        -                           X
BT: Coin Cell 
Holders

Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

Contact PIating
SI: NICKEL Plated     SN:Tin
GO:GOld flash    G1: 3U〞Gold
G2: 5U〞Gold     G3:10U〞Gold
G4:15U〞Gold     G5:30U〞Gold

Packing method
A: Tray packing
R: Tape & reel packing

Product number:
CR2430C                 
CR2450D                 
CR2033A        

Coin Cell Holders For CR2430C

NOTES:
1,Material:
    a.Housing:PA BK VO GF30.15    
    b.Contact:C2680
   (Surface Plating:Sn 10u")
    See Ordering Information
  2,Electric:
    a.Contact Resistiance:30 Milliohms Max
    b.Insulation Resistance:1000 MEGA OHMS 
Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55°To 105°
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Coin Cell Holders For CR2450D

NOTE:
  1,Material:
    a.Housing:PA BK VO GF30.15    
    b.Contact:C2680
   (Surface Plating:Sn 10u")
    See Ordering Information
  2,Electric:
    a.Contact Resistiance:30 Milliohms Max
    b.Insulation Resistance:1000 MEGA OHMS 
Min
    c.Dielectric Voltage:500V AC One Sea Level
    d.Operating Temperature: -55°To 105°

Battery  Contacts For  CR2025  CR2032

Material:0.25 phosphor bronze
Finish:Nickel-plated
Coating Parameters:4um
Temperature Range:-40℃  270℃
Voltage Parameters:270V

Http://www.antenk.com E-mail:sales@antenk.com
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BT-S-SN-R-CR2430C

BT-S-SN-R-CR2450D

BS-S-SI-A-CR2033A
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