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CR2450 BATTERY STRAP

（BC-2007)

王建国磷青铜

2020-03-26

孛斯五金电子有限公司材料: 设计

审查

批准

日期

Allgemeintoleranzen nach DIN 16901, Toleranzgruppe 1301

Nennmaßbereiche

werkzeuggebundene Maße

nicht werkzeuggeb. Maße

bis

über 1 3 6 10 15 22 30 40 53 70 90 120 160 200 250 315 400 500 630 800

1 3 6 10 15 22 30 40 53 70 90 120 160 200 250 315 400 500 630 800 1000

±0.08

nach DIN ISO 1302 nach DIN 3141,Reihe 2

R 100

R 25

R 6.3

R 1

Z

Z

Z

Z

~

±0.18

±0.09

±0.19

±0.1

±0.2

±0.11

±0.21

±0.13

±0.23

±0.15

±0.25

±0.17

±0.27

±0.2

±0.3

±0.24

±0.34

±0.28

±0.38

±0.34

±0.44

±0.41

±0.51

±0.5

±0.6

±0.6

±0.7

±0.8

±0.9

±1.0

±1.1

±1.2

±1.3

±1.5

±1.6

±1.9

±2.0

±2.4

±2.5

±2.9

±3.0

Technical Requirement:

1.Material:0.25mm thickness Phosphor bronze

    pre-plating nickel(2~3μm)

2.Products must not have cracks, burrs, deformation and

other defects.

3.Unnoted dimensional tolerance: according to GB/ T1804-M.
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