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BESCHREIBUNG

This wiring harness allows a quick and easy connection between a LED-display inverter with a
connector of the JST SHL series and any other graphic board connector. We supply a 6-pin
connector SHLP-06V-S-B assembled with 6 strands and a socket housing. The second side of
the cable is unprocessed. This cable is particularly suited for samples and small series.

Technical specifications:

   side 1: 6-pin JST SHLP-06V-S-B, R = 1.00 mm with crimpcontact SSHL-003T-P0.2

   side 2: unprocessed

   AWG28

   L = 500 mm

   strands black

   UL 1571

   operating temperature: -20 °C to 85 °C

   weight: 4.6 g

Advantages: 

   available ex stock

   customer specific assembly

   deliverable in different lenghts

We also offer the assembly of this conductor as well as the complete cable ready-for-connection
in small quantities. Please contact us for any information. We would be glad to submit you our
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offer without any obligation.

This cable fits for the following headers:
SM06B-SHLS-TF(LF)(SN) (JST), P24021P6 (STM), H113K-D06N-01 / Crimpkontakt M001N-
X06N-00R (Entery)

It supports the following LCD´s:
T-55513D121J-LW-A-AAN, TCG057xxLAC/LAD, KCG057QVLDG/LDJ, KG057QVLCD/LCE,
AA121SM02, T-55466D084J-LW-A-AAN, G057VN01, LT089AC29000, LT121AC33W00,
LQ121S1LG81, LQ150X1LG91, LQ104V1DG81, G057QN01, AA084XB11, G057QN01-V00,
AA084SD11-CA-01, AA104XF12-DE-02, LQ064V3DG06, TCG104XGLPAPNN-AN4,
AA0065VD11, LQ101K1LY05, LQ121K1LG52, LQ121K1LG53, LQ150X1LW95,
LQ150X1LW96, LQ150X1LX95, LQ150X1LX96, LQ150X1LX9A, LQ156M3LW01,
OT121ZSDDLN-00, LQ121S1LG84, LQ121S1LG86, LQ121S1LG88, AA065VE11ADA11,
LQ121K1LG52U, LQ150X1LW12, TX20D208VM0BAB, TX18D216VM0BAB, DD-0700-ME11,
DD-0840-XE11, P0650VGF1MA00,
P0650VGF1MA10, TX18D216VM0BAC-2, TCG058WXLPBVNN-AN30
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DISCLAIMER

In the absence of confirmation by device specification sheets, ES&S Solutions GmbH takes no responsibility

for any defects that occur in equipment using any of ES&S´s devices, shown in catalogs, data books, etc.

Contact ES&S in order to obtain the latest device specification sheets before using any ES&S´s device. ES&S

reserves the right to make changes in the specifications, characteristics, data, materials, structures and other

contents described herein at any time without notice in order to improve design or reliability. Contact ES&S in

order to obtain the latest specification sheets before using any ES&S´s device. Manufacturing locations are

also subject to change without notice. Observe the following points when using any device in this publication.

ES&S takes no responsibility for damage caused by improper use of the devices. ES&S´s devices shall not be

used for equipment that requires extremely high level of reliability, such as: -Military and space applications

-Nuclear power control equipment -Medical equipment for life support

Powered by TCPDF (www.tcpdf.org)

     ES&S Solutions GmbH
     Gewerbering 2 | 41751 Viersen

 fon: +49 (0)2162-266-18-0
 fax: +49 (0)2162-266-18-88

info@esskabel.de
www.esskabel.de

Seite 5 von 5© Copyright ES&S Solutions GmbH

http://www.tcpdf.org

