Operating Temperature:—40°C"+125°C
Ambient Temperature::—40°C"+70°C
Storage Conditions:<40°C, <75% RH
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ELECTRONICAL

INDUCTANCE (N1=N2) :

DC RESISTENCE (N1=N2) :
RATED CURRENT :

HI-POT:

O rwd =

NOTES:

RATED VOLTAGE :

1. GORE: T25%15%10-C
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37mohms MAX @20° C

3.5%0.5 ‘ UNIT: mm
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SCHEMATIC
CHARACTERISTICS:
3.3mH £30% @10. 0KHZ, 0. 1V

5.0 A @70° C

1.5 KVAC 5mA 2sec 50
250.0 VAC MAX @50Hz

WIRE: &0. 8mm*1P 2UEW 18TS REF 4. 5g

BASE: 32.5x28. 0x1. 6mm (27.5%12.5) /11. 5x14. 5x2. Omm
EPOXY: G-9007 BLACK

Hz @WIND TO WIND

PREPARED BY: DRAWING PART |NCMC251510 | REV.
CHECKED BY: TITLE CMC INDUCTOR NUMBER | -332N &
APPROVED BY: TOLERANCES: 0.5  xxx0.10 Xxxx10,050 SHEET 1 OF 1

MTP—QR-014 REV:A/0




