
METAL OXIDE VARISTORS 
Transient voltage surge suppressors 

 

1. Packaging Specification 

1.1 Carrier tape and transparent cover tape should be heat-sealed to carry the products, and the reel should be used to reel the 

carrier tape. 

1.2 The adhesion of the heat-sealed cover tape shall be 40 +20/-15grams. 

1.3 Both the head and the end portion of the taping shall be empty for reel package and SMT auto-pickup machine. And a 

normal paper tape shall be connected in the head of taping for the operator to handle. 
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0402 0.85 1.25 0.65 0.22 0.87 1.50 1.00 4.00 2.00 4.00 8.00 1.75 3.50 

0603 1.08 1.88 0.95 0.22 1.17 1.50 1.00 4.00 2.00 4.00 8.00 1.75 3.50 

0805 1.42 2.30 1.04 0.22 1.26 1.50 1.00 4.00 2.00 4.00 8.00 1.75 3.50 

1206 1.88 3.50 1.27 0.22 1.49 1.50 1.00 4.00 2.00 4.00 8.00 1.75 3.50 

1210 2.78 3.46 1.55 0.22 1.77 1.50 1.00 4.00 2.00 4.00 8.00 1.75 3.50 

1812 3.66 4.95 1.74 0.25 1.99 1.50 1.50 8.00 2.00 4.00 12.00 1.75 5.50 

2220 5.10 5.97 2.80 0.25 3.05 1.50 1.50 8.00 2.00 4.00 12.00 1.75 5.50 

3220 5.50 8.50 2.80 0.30 3.50 1.50 1.50 8.00 2.00 4.00 16.00 1.75 7.50 
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2. Reel Dimension 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Reel Q’ty 

 

 

Symbol A B C D E W W1 

0402 178.0±1.0 60.0±0.5 13.0±0.2 21.0±0.2 2.0±0.5 9.0±0.50 1.5±0.15 

0603 178.0±1.0 60.0±0.5 13.0±0.2 21.0±0.2 2.0±0.5 9.0±0.50 1.5±0.15 

0805 178.0±1.0 60.0±0.5 13.0±0.2 21.0±0.2 2.0±0.5 9.0±0.50 1.5±0.15 

1206 178.0±1.0 60.0±0.5 13.0±0.2 21.0±0.2 2.0±0.5 9.0±0.50 1.5±0.15 

1210 178.0±1.0 60.0±0.5 13.0±0.2 21.0±0.2 2.0±0.5 9.0±0.50 1.5±0.15 

1812 178.0±1.0 60.0±0.5 13.5±0.1 21.0±0.2 2.0±0.5 13.6±0.2 1.5±0.15 

2220 178.0±1.0 60.0±0.5 13.5±0.1 21.0±0.2 2.0±0.5 13.6±0.2 1.5±0.15 

3220 178.0±1.0 60.0±0.5 13.5±0.1 21.0±0.2 2.0±0.5 13.6±0.2 1.5±0.15 

           Q’ty

   Size 
Pcs 

0402 10,000 

0603 4,000 

0805 3,000 

1206 3,000 

1210 2,000 

1812 1,000 

2220 1,000 

3220 1,000 
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